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TECHNICAL SPECIFICATION

Product : ROCKTEC H.P

Application : For the profiling of TC button bits of
DTH hammers and the steel portion of the
body for the relief.

Operating pressure : 6-8 bars

Operating speed : 10,000-12,000 rpm

Discharge : 70 cfm at 6bars

Shank diameter : 8mm to suit DX/BX Rocktec pins for holding
Air inlet : To suit 1/2" BSP hose

Coolant : 1/8” BSP Water flowing through gravity.
Bearings used : SR angular contact ball bearings pre-loaded

Against each other.

Exhaust : Through silencer
Change of pins : By locking and unlocking of self locking
spanner
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EXPOLDED VIEW OF ROCKTEC HIGH POWER EQUIPMENT

ROCKTEC HIGH POWER EQUIPMENT



& ROCK

LOCKING ARRANGEMENT FOR ROCKTEC H.P

UNLOCKED POSITION

" \——————— LOCKING SCREW

T . . e :

/ ROM\/
' LOCKED POSITION :

OPERATING INSTRUCTIONS FOR AIR GRINDER
1. To fix the grinding pin:
First loosen the locking screw with the 2mm Allen key provided. Next push the self-locking
spanner inward to lock the rotor. By using the spanner 12-13mm provided, loosen the collet
net and fix the grinding pin. Then unlock the self-locking spanner to the original position. Refer
to the locking arrangement drawing enclosed.
2. Prior to usage pour oil through the air inlet for lubrication
3. Compressed air pressure to be 6-8 bars

4. Use ordinary water as coolant. Fix the water hose provided to the brass nipple on the back
cover for water inlet.

5. Do not exert excess hand pressure during grinding
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SPARE PARTS FOR ROCKTEC HIGH POWER

Sl.no Drawing Description Qty
number

1. Socket head cap screw M4x35Ig. 4
2. WI/WE/PO0O7 | Back cover 1
3. Water inlet tube and nipple 1/8" BSP 1
4, Felt washer (not required)

5. WI/WE/PO03 | Bearing lock 2
6. Grub screw M4x10lg. 4
7. SR angular contact bearing 7202 2
8. WI/WE/P002 | Back body 1
9. WI/WE/P014 | Inlet cylinder 1
10. WI/WE/P020 | Handle 1
11. Socket head cap screw M8x20 1
12 WI/WE/POOl Main body |
13. WI/WE/P004 | Hylam blades 6
14. WI/WE/PO01 | Rotor

15. WI/WE/P009 | Silencer 1
16. WI/WE/P016 | Front body 1
17. WI/WE/PO06 | Air outlet guide 1
18. Split pin Dia. 2.5x25Ig. 1
19. Hose nipple 1/2" BSP 1
20. WI/WE/P013 | Front cover 1
21. WI/WE/P012 | Self locking spanner 1
22. WI/WE/P008 | Collet nut 1
23. Grub screw M4x20Ig. 1
24. DE spanner 12-13 1
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25: Socket head cap screw M4x25Ig.-2nos. 4
26. WI/WE/PO0O5 | Valve body 1
2Zs Grub screw M4x6lg. 3
28. WI/WE/P010 | Piston 1
29. WI/WE/PO11 | Actuating lever 1
30. WI/WE/P018 | Spring 1
31. WI/WE/P017 | Spacer 1
32. WI/WE/P021 | Air inlet pipe 1
33. Allen key 2mm ( not shown) 1
34. Water inlet connector 1/8" BSP 1no.
35. Plastic hosex5meters. Long ( not 1no.
shown)

SERVICE TOOL KIT SUPPLIED ALONG WITH EQUIPMENT

Sl.no Description Size Qty
1. Double end spanner* | 12-13mm 1no.
2. Allen key* 2mm 1no.
3. 1/8" BSP water 5meters 1no.

hose*
4., Allen key 3mm 1no.
5. Lock nut spanner 2N0s.
5
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Rocktec Mining and Construction Pvt. Ltd.
Plot No 19, Il Floor, Phase |, IDA Cherlapally, Hyderabad 500051 India.
Tel : +91-40-64640175. email: info@rocktec.in
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