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HYDRAULIC BREAKER
FEATURES & BENEFITS

 Time Tested and Proven Design and Technology
e Large Tool Diameter / Longer life

* Higher Impact Power

* Noise and Vibration Dampening Buffers
 Nitrogen Accumulator

 Auto Greasing Optional

¢ Lower Operating costs

Easy Maintenance
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HYDRAULIC BREAKER

ROCKTE&!(

_— RTO8 RT10 RT20 RT30 RT40 RT50 RT60 RT70 RT75
o — 40 45 53 70 75 85 100 120 125
Tostiieigi {Ka) 4 6 9 19 24 32 57 89 98
. 137 195 260 390 480 648 917 1358 1415
L 91 122 153 330 458 591 880 1420 1578
e 81 102 140 264 345 493 736 1374 1484
Operating Fix irin) 15-30 20-40 25-50 40-70  50-90 60-100  80-110  90-120  90-120
Operating Pressure (bar) 90-120  90-120  90-120  110-140 120-150  130-160 150-170 150-170 150-170
ek (Bmip) 800-1400 700-1200 600-1200 500-900 400-800  400-800 350-700 350-650 350-650
Covacty (md) 007 0.03-0.1  0.06-02 0.150.3 0.20-0.35 02505 04-0.6 05-0.7 05-0.75
fepscanie Exavax vegn (ton) 0825 1230 2545 4070 6090 7.0-14 1116  12-18  14-20
- RT80 RT90 RT100 RT130 RT150 RT160 RT190  RT200
i) 135 140 140 150 155 155 160 175
Teotihedpi k) 131 142 140 164 183 197 200 263
Soree 1712 1047 2018 2145 2676 2691 2791 3532
el B 1890 2123 2121 2282 2935 3058 3007 3684
e 1633 1890 1887 2352 2841 2923 3075 3600
Opersiing P () 100-150  120-180  150-190  150-190  180-240  190-250  190-250  210-290
Operating Pressure (bar) 160-180  160-180  160-180  160-180  160-180  160-180  160-180  160-180
impsciRie (brrp) 350-600  350-500  350-500  350-500  350-450  300-450  300-450  200-350
oy, 0610 08512 08512 1115 1.2-1.6 1.2-1.6 1.3-1.8 1.4-2.0
Rt Bxs s o 1823 19-25 20-28 25-32 28-35 30-40 35-45 40-55

ROCKTEC MINING AND CONSTRUCTION PVT. LTD.

Plot No 19, Il Floor, Phase I, IDA, Cherlapally, Hyderabad 500051, India.

(International) Tel +91-40-64640175 E-mail info@rocktec.in




